
 

 

 

 

 

Combined laser machine 
 
 
 

 
 
 

 
WELDING / CUTTING / CLEANING / DEBURRING 

 

 

 



 

 

Technical data 

Laser power  1000W 1500W 2000W 

Wave length 
1000 W 

 Raycus/Max 
1500 W 

Raycus/Max 
2000 W 

Raycus/Max 

Fiber length 1064±10nm 1064±10nm 1064±10nm 

Working mode 10 m 10 m 10 m 

Working mode continuous / modulated 

Pointer red dot 

Pneumatic supply ≤10bar ≤10bar ≤10bar 

Power supply 220 V, 50/60Hz 220 V, 50/60Hz 220 V, 50/0Hz 

Rated power 5,5 kW 7,5 kW 9,5 kW 

Rated current 25 A 32 A 
40 A / 32 A 

(Max/Raycus) 

Laser head weight 750 g 750 g 750 g 

Laser head mode oscillation/dot/line 

Focal length 150 mm 150 mm 150 mm 

Welding speed 0-120 mm/s 0-120 mm/s 0-120 mm/s 

Cooling water 

Gas Nitrogen (N2) 

Working temp. 10-40℃   

Touch screen PLC 

Wire feeder automatic 

Wire diameter 2 mm 

Overall dimensions (LхWхH) 1000х630х910 1000х630х910 1000х630х910 

Weight 230 250 250 

 

 

 

 

 

 

 

- Long service life, compact structure and reliable operation. 

- High-tech components, thus ensuring quality, safety and reliability. 

- The control system uses an English (with switching) LCD controller, which makes it easy to operate. 

Two control modes, including fixed temperature and ambient temperature synchronization, are 

available for your choice. 

- The controller with automatic fault diagnosis can display all faults on the screen, 

- Error signals are sent to the CNC system to avoid causing damage. 

 

 

 

 



 

 

Laser source Raycus/ Maxphotonics: 

 

- The machine is available with two laser source options. 

- High output power, high quality laser beam, over 30% efficiency, 

- Compact design, solid and easy to install. 

- High electrical efficiency and environmental friendliness. 

 

Welding head 

 

 

- The design is flexible and the internal structure is completely sealed, which can avoid the optical part 
from being contaminated by dust. Comfortable to grip with ergonomic design. 
- Allows quick and convenient replacement of the focus lens, which in turn makes the transition to the 
rust removal process very easy 
- Copper nozzles: quick and easy replacement of the nozzle to switch from one work process to another 
- Dimensional focus tube for easy determination of the focal length 
- Hole for the passage of the protective gas. 
- Protective glass that protects the focus lens from dirt. 
- Equipped with constant circulation of coolant to cool the gun body 
- Convenient for left and right-handed operation 
 
 
 
 
 
 
 



 

 

Nozzle types 

 
 

Wire feeder 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
- High precision low speed motor, 
- Its design allows wire feeding without jamming and slowing down 
- Fully enclosed design 
- maximum diameter of the welding wire 2mm. 
- Wire feed speeds are controlled via an LED screen that displays the feed speed in real time (Usually 
the speed is between 4.5-5.5 m/min). 
 



 

 

Welding examples 

 
 

Prices and trade terms: 

Prices: BGN, excl VAT; 
Delivery time: 5 months after advance payment and order 

Place of delivery: Polymeta C warehouse - Sofia 
Payment scheme: 30 % - down pay with order 

70 % - before delivery 
Origin:  HARRIS – China 

Service: Warranty and post-warranty service 
Warranty period: 12 months 
Quotation period: 30 days from quotation date 

 

Kindly 

POLYMETA•C 


